
  

Maintenance 
OS1751 (2 inch) Oil Stop  

WARNING: Only properly trained technicians should service, adjust or replace Air-Con valves.  Always relieve system pressure and otherwise 

ensure valve is depressurized prior to servicing, adjusting or replacing an Air-Con valve.  The valve operates in a hot environment so allow the 

valve to cool before servicing.  Ensure the valve is properly reassembled and mounted before pressurizing system.  Do not adjust the valve when 

the system and/or valve is pressurized.  Failure to follow these instructions may result in valve component parts and/or hot fluids being ejected 

at high velocities that could result in a serious bodily and/or fatal injury. 

AIR-CON Phone: (814)838-6373 Fax: (814)835-1282 

 



 
 

 

Kit Instructions for Bench Maintenance 

(OS1751) (2 inch) Oil Stop 

 

Disassembly and Cleaning 
1) Remove the snap ring [12] holding the end cap [2]. Remove the end cap [2].  

2) With an Allen wrench inserted in each screw on both ends of the spool, push on the piston [8] while unscrewing the 1/4 screw [7] attaching the poppet [3]. 

While continuing to push on the piston [8], remove the poppet [3], o-rings [4] [13] and retainer [5].  

3) Remove the piston assembly [8] and main spring [10].  

4) Remove the o-ring [9] from the piston [8] and clean the piston [8] inspecting the outer surface, stem surface and groove. If the groove, outer surface or stem 

surface are damaged, the piston [8] should be replaced.  

5) Remove the o-ring [11] from the cap [2] and clean the cap [2] inspecting the outer surface, groove and 3/8 NPT. If the groove, outer surface or 3/8 NPT are 

damaged the cap [2] should be replaced.  

6) Disassemble the poppet [3] and clean the components. Inspect the poppet [3] and retainer [5] for damage. If the seal surface is damaged, the damaged part 

should be replaced.  

7) Clean the body [1]. Inspect the bore, stem bore and poppet seal surface for damage. If the body [1] is damaged a new valve should be installed.  

 

Reassembly 
1) Lightly oil the body [1] bore with NON-detergent SAE 30W oil.  

2) Where grease is required, Lubriplate® 1552 multi-purpose, lithium complex grease (or equivalent) is suggested. Grease the o-ring [9] and the o-ring groove 

in the piston [8]. Position o-ring [9] in the groove in the piston [8]. Spread excess grease around the piston [8].  

3) Place main spring [10] onto piston shaft and against the piston [8]. Set aside.  

4) Grease the o-ring [13] and place in the o-ring groove of the poppet [3]. Place Teflon® o-ring [4] against out lip of poppet [3]. Position retainer [5] to hold o-

rings in place.  

5) Install the piston [8] thru the end cap bore, carefully pushing the piston stem into the bore.  

6) Turn the valve 180 degrees. Push the poppet assembly [3] on to the piston stem. Hold the ¼ screw [7] in the piston [8] with an Allen wrench. Place a small 

amount of Loctite® 272 glue on the threads of the ¼ screw [7]. Screw the ¼ screw [7] with ¼ washer [6] into the stem and torque to 90 in-lbf.  

7) Turn the valve 180 degrees so the end cap bore is showing. Grease the end cap o-ring [11] and groove. Install the end cap o-ring [11] using the excess grease to 

lubricate the body bore and end cap surface. Take care not to damage the o-ring [11].  

8) Install the snap ring [12] to hold the cap [2] in place.  

 



 
 

 


